SMT Worldwide
Sales & Service
Networks

EUROPE & AFRICA

Tel: +44-1262-409944

E-Mail: sales@detech-europe.com
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E-Mail: sales@laryo.it
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Tel: +27-82-824-1427

E-Mial: grant@techmet.co.za

Address:402 Murray Road, Wadeville, 1428
South Africa

Tel: +27-011-473-2149

Email: ben@priben.co.za

Address: Unit 2, Motor City,

26 Main Reef Road Langlaagte, Gauteng,
South Africa

ASIA & PACIFIC

Tel: +90 216 471 72 48

Fax: +351 229 547 938

E-Mail: Selim.ergul@Anka-tek.net
Address: Y.Dudullu Mah.Ozgiirliik Caddesi
Gehre Sok.No:6 Umraniye iST

Tel: +91-0124-5002888

E-Mail: bergeng@vsnl.net

Address: 690-691, Phase-5 Udyog Vihar
Gurgaon-122016 India

Tel: +98-21-8870-4490

E-Mail: Morteza@contax.co.uk

Address: Unit 1401,14th Floor, After
Beheshti Alley, Valie-ASR St., Tehran, Iran

Tel: +65-6741-6511

Fax: +351 229 547 938

E-Mail: info@nexray.biz

Address: 627A Aljunied Road, #08-07 Biztech
Centre Singapore 389842

Tel: +84-4-22133634

E-Mial: dennis-513@hotmail.com

Address: #13/61, Tran Duy Hung Road, Cau
Giay dist, Hanoi City, Vietnam

Tel: +61-2-9695-1031

E-Mail: peter@onboardsolutions.com
Address: 2 Salisbury Street Botany NSW 2019
Austrailia

Tel: +604-6576899

E-Mail: alex.lee@premtronic.com

Address: 32, 1st floor, Lorong helang 2
Taman Permai Indah, Gelugor, 11700 Penang,
Malaysia

Tel: +91-11120-4284733

E-Mail: sales@prosemtechnology.com
Address: 51/1/8, Site 1V, Sahibabad Industrial
Area, Ghaziabad 201010, India

Tel: +62-21-89832002

E-Mail: park_pps@hotmail.com

Address: JI Samsung | Block B-9D Kawasan
Industri UKM Jababeka Cikarang Bekasi,
Indonesia

Vi

CHINA

Tel: +86-21-5446-2566(1975)

E-Mail: KellyChen@mirae.com

Address: Rm 408, Block 2, Hechuan B/D,
No0.2016 Yishan Rd, Minhang District,
Shanghai, 201-103, China

Tel: 0512-6288-2876

E-Mail: Jhhong@mirae.com

Address: #416, Lejia Building, No.8 Jiarui Road,
Industrial Park, Suzhou, China.

AMERICA

Tel: +1-888-323-4555 ext.130

E-Mail: inform@apexfa.com
Address: 14526 Lee Road, Suite 400
Chantilly, VA20151 USA

Tel: +55-11-3875-1002

E-Mail: celtra@celtrabrasil.com.br
Address: Rua Cotoxé 1093 6 andar 05021
001 Pompéia Sao Paulo SP Brasil

B Headquaters : TEL : +82-41-621-5070
(31093) #65, Baekseokgongdan7-ro, Cheonan-si Seobuk-gu,

Chungcheongnam-do,Korea
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2000.10.27

2000.03.13
1999.11.17
1998.11.09
1998.05.20
1997.08.14
1997.07.01
1997.06.02

1995.12.07
1994.12,

1990.12.26
1983.01.27

@ @ (€

20 SGS Pz, SGS

1S09001:2000 (QMS) 13014001:2004 (EMS) ~ CE-mark (European Community)

(Enterprice

Won “Best Knowledge Management C
(Korea Management Association)

Won “Vision Award 2000” (Best Product of the Year) (SMT Mage !
Listed on NASDAQ ] -
Won “1998 Korea CEO Award’” (Korea Management Association)
Won “Best Company Award” (Daishin Economic Research Institute)

Acqulred ISO 14001 Certification (SGS—ICS ; S\NISS)

Won the “Best Company Award” S
(Korea Management Association — Daishin Economic Researcr; [
Acquired ISO 9001 Certification (SGS—Yarsley ICS ; U.K.)
Relocated HQ to Cheonan City

Incorporated as Mirae Corporation

Established Mirae Corporation

LED Sorter & Tester

Linear Motor Solar Equipment

3 ’ Mirae SMT



R T e L B

Design

Ergonomic System Design
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Mirae SMT

Vision System 4th Generation Linear Motor

Special and various components Minimized noise and cooling
can be placed simply by advanced air consumption, very durable
recognition algorithm precision operation
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MR20 Series

- Single Gantry & Single Conveyor

MR20 Series Specifications.
MODEL MR20LP
CPH Optimal 27,500 19,500
Head 6M(2P) 4P
PCB Size (mm) = Standard 700 x 510 x 5.0
ingle
LxWxT Option (2 Step) 1,200(950) x 510 x 5.0
Standard 60EA
Feeder Slot Option1 120EA (60x2)
Option2 60EA / TF5 + 20EA
Dimension (mm) L x W x H 1,490 x 2,090 x 1,500 (Cover)
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MR40 Series o -

Higher productivity per unit area
Dual Gantry & Dual Conveyor

MR40 Series Specifications.
MODEL MR40L MR40LP
CPH Optimal 55,000 39,000
Head 6M(2P) + 6M(2P) 4P + 4P
Single Standard 700 x 460 x 5.0
PCB Size (mm) Option (2 Step) 1,200(950) x 460 x 5.0
LxWxT Standard 700 x 250 x 5.0
pual Option (2 Step) 1,200(950) x 250 x 5.0
Standard 120EA (60x2)
Feeder Slot Option1 A / N
Option2 60EA / TF5 + 15EA
Dimension (mm) L x W x H 1,490 x 2,090 x 1,500 (Cover)

Automatic Nozzle Changer
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Mx100 Series

Entry Level Mounter
- Single gantry & Single conveyor

Mx100 Series Specifications.

MODEL Mx100 Mx100LP
CPH Optimal 17,000 9,200 9,200
IPC—9850 15,000 8,000 8,000
Head aM 2P 2P
PCB Size (mm) .
LxWxT Single Standard 410 x 460 x 5.0 680 x 460 x 5.0
Standard 40EA (40x1) 50EA (50x1)
Feeder Slot
Option 80EA (40x2) 100EA (50x2)
Dimension (mm) L x W x H 1,200 x 1,900 x 1,500 1,450 x 1,900 x 1,500

% Board Size : L—Type Option: 750mm (L)
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Mx Series

Mx200 Series

Cost effective mounter
Single Gantry & Single Conveyor

Mx200 Series Specifications.

Mx200 ‘ Mx200P Mx200L Mx200LP
23,000 17,000 23,000 17,000
21,000 15,000 21,000 15,000
6M IM +1P 6M IM + 1P
410 x 460 x 5.0 680 x 460 x 5.0
680 x 460 x 5.0 1,200 x 460 x 5.0
80EA (40x2) 100EA (50x2)
1,200 x 1,900 x 1,500 1,450 x 1,900 x 1,500

% Board Size : L—Type Option : 750mm (L)

1,200mm (2 Step Motion) Effective Line—Up

PCB Loading (15tep} @
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Mx400 Series

High productivity application per unit area
Dual Gantry & Dual Conveyor

Mx400 Series Specifications.

MODEL Mx400 Mx400P Mx400L Mx400LP

- Optimal 46,000 40,000 46,000 40,000
IPC-9850 42,000 31,000 42,000 31,000
Head BM-+H6M BM+3P or 3P+3P BM-+6M BM+3P or 3P+3P
_ Standard 410 x 460 x 5.0 680 x 460 x 5.0
PCB f‘\fvex(r?m) RS Option (2 Step) 680 x 460 x 5.0 1,200 x 460 x 5.0
Dual Standard 410 x 250 x 5.0 680 x 250 x 5.0
Standard 100EA (50x2)
Feeder Slot 80EA (40x2)
Option 50EA / TF5 + 20EA
Dimension (mm) L x W x H 1,200 x 1,900 x 1,500 1,450 x 1,900 x 1,500
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Mirae SMT

Software System

Standard Machine Software

Mirae Machine Software provides an easy to use GUI (Graphic User Interface) and efficient programming functions to manage

high volume and complex production. This package consists of the machine control software, real—time vision software,

GUI software and optimization software, This software package is installed on the machine to enable independent

programming and production on a machine. (Component database editing, optimization of placement sequences, and production.)
Mirae machine software is not only easy to use, but also designed to maximize flexibility and mass production,

Software works on MS Windows environment.

e - Option1 Feeder BarCode System

bk

Barcode verification support for an error free feeder loading process.
The barcode system ensures an error free replenishment of empty reels during production.

hiu
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Option2 LED Rank Control System

Classifying LED components based on designated rank type and
quantity along with barcord system for BLU (Back Light Unit) application

Option3 Offine Editor with Line Balance

Mirae Offline Editor Software is designed to program multiple inline machines, and provides high—quality programming
functions to reduce total programming time and get the best efficiency.

Functions included in the package:
— Line balancing software efficiently allocates components on multiple machines
— Common feeder setup function optimizes same feeder configuration for family boards

Option4 Offline Feeder Setup with Trolley

The key feature of Mirae Offline Feeder Set up software is to minimize the job change over time and feeder replacement
time during production. The intuitive GUI guides operators to setup feeders on the Offline Feeder Setup software without
stopping the machines. Inline barcode guides to load feeders into the right feeder slots that ensures error free PCB
assembling.

Option5 Mirae Management Software

| Mirae management software is designed to manage the product line and efficient post management.
Functions included in the package.
‘ — MLS(moisture Sensitivity Management)
— Component Validation system
— Traceability system
— Line Monitoring system
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Supplying Equipment (Intelligent Feeder)
s 2 Reel Tape Feeder

- Electrical feeder with motor & gear

- Automatic on the machine feeder calibration

- Higher productivity with faster feeding speed (60 ms)
- Compatible pitch on 8mm feeder : 2mm & 4mm

- 9 programable feeding speeds

- Discharged plastic cover tape storage

- Easy Reel Cover handling

- Auto Plug—in & Slide Guide

- Reverse and forward buttons

- Slot number and pitch display

2 4 8 12 16 20 24 28 32 36 40 44 (mm)
1 8mm o o 12 1
2 12mm o o o o o o o o 23 2
3 16mm o o o o o o o o 27 2
4 24mm o o o o o o o o 35 3
5 32mm o o o o o o o o o o o 43 3
6 44mm o o o o o o [¢) o [ o o 55 4
7 56mm o o o o o o o o o o o 67 5
8 72mm o o o o o o o o o o o 83 6
9 88mm o o o o o o o o o o o 99 7

- Electrical feeder with motor & CAM

- Self—diagnosis
Error code, feeder address and pitch are displayed
Alarm notification for missing components

- Auto plug In
Power and signal are connected to machine automatically at connection of feeder

- Reel guide inner circulation
The used cover tape is routed to the waste bin through inside the feeder
preventing entanglement, reducing friction and providing protection from external shock

- Unlimited discharge device
Unlimited plastic tape discharging system improves productivity

[Pitch, mm] Width Slot
8 12 16 20 24 28 32 36 40 (mm)
1 8mm—2p o 15.6 1
2 8mm—4p o 15.6 1
3 12mm o o o o o o o o 31.2 2
4 16mm o o o o o [ () o 31.2 2
5 24mm o o o o o o o o 31.2 2
6 32mm o o o o o o o o o o 426 3
7 44mm o o o o o [ [¢) o o o 54.6 4
8 56mm o o o o o o o o o o 66.6 5
9 72mm o o o o o o o o o o 82.6 6
10 88mm o o o o o [ () o o o 108.3 7
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Mirae SMT

Option & Accessories

. n
[-I' “
E i .L_-'

f =

Efficiently supplies up to 20 trays —
SOP, QFP,BGA,CONNECTOR, etc.—
provided by JEDEC trays, waffle
packs or special type of trays.
When the TF is equipped on a base,
normal feeders cannot be used on
the same base.

This manual tray is placed on
the feeder base to supply tray
components such as QFPS,
BGAS, connectors, etc.

The other type of manual tray
is placed behind conveyor to
maximize feeder base capacity.

Required for fast and

frequent PCB job change overs,
Trolley enables feeder set up

for the next production job while
machine is in use. being used for
production, Offine Trolley Set up Kit
is required for easy feeder set up.

To minimize to job change over time,
Offline Feeder Setup software and
this kit are required. Two trolleys
can be connected to the setup Kkit.
To minimze feeder replacement time,
it is also possible to set up a feeder
before one becomes to empty.

Reel Exchanger Internal Reel Exchanger Feeder Stack LSM2

[
o -

Easy to load component reel on the
feeders. Before a feeder becomes
empty, operators can load another
feeder and place on the Reel
Exchanger to reduce feeder
exchanging time.

This is placed on feeder base and
makes it easy to change reel
components. Before a feeders
becomes empty, operators can load
another feeder and place on the
internal reel exchanger to reduce
feeder exchanging time,

|
S

¥

Easy to store and transport

spare feeders to a machine or a
storage room, Feeder Stacker helps
to prevent damage to the feeders.

(Maximum 72 slots of 8mm feeder)

The LSM2 supplies LED components
to the machine in bulk, rather than
requiring reel packaging of
components,

Stick Feeder Reel Tape Cutter Bar Code System

One touch installation and automatic
power connection without a cable.
Vibratory Stick Feeder supplies
components in the stick or tube.,

Cuts empty reel tape at programmable
intervals and stores in dump box.,

This is a feeder pickup position
inspection system with camera
and automatic calibration

software for periodic maintenance.

(PC is not included.)

Wy

As a part of Offine Trolley

Setup kit, barcode printer and
scanner system prevent incorrect
component loading.
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**+* Nozzles

- Module Head
General Nozzles
Nozzle Name D000
Appearance & & # & & é
1.D x 0.D (W x D) 0.5x 1.0 0.7 x ®1.2 D12 x ©2.0 ®2.0x 3.0 D045 x 6.0 Ring #7.0
Application Parts 1608 1608~3216 3225~6432
Special Nozzles
Nozzle Name A030 A021 A050 D030 D130 EO10
Appearance a a 6 G & &
1.D x 0.D (W x D) 0.3 x ©0.5 @0.4 x 00.7 0.4 x 1.0 #4.7 (4.9 x 2.5) #6.6
Application Parts 0402 0603 1005 ~ 1608 PLCC, QFP, CVB Connector PLCC, QFP
LED Nozzles
Nozzle Name E090 C010 D070
Appearance &
& b &
1.D (W x D) 3.1x5.0 7.0x2.2 2.0 35x29
0.D (W x D) 16x3.6DP 1 0.6 x 5.0 DP1 5.0 ®27DP 15
Application LED 5630 LED PKG 7020 BLU LED 3014 LED PKG 3528 LED PKG

- Precision Head

General Nozzles

Nozzle Name QP B-1 QP C QP P2—1
Appearance ' ! ! ! ! !
1D x 0.0 (W x D) B0.5x §1.0 0.7 x P12 1.0 x 92,0 #20x #30 4.5 x 960 Fs X 2100
Application Parts 1005 ~ 1608 1608 ~1632 3225~6432 6.3Cap,tran6273 9210~17 X8,S0,50J PLCC. QFP
Special Nozzles
Nozzle Name QP A-S01 QP A-S02 QP A-S03 QP B—1-S01 QP B-1-S02 QP C-S01
Appearance ! ! ! ! ! !
1.D x 0.D (W x D) (8.0x 1.6) (22 x 4.4) (12 x 2.6) (1.2x1.2) @27 x @1.5 (3.6 x 1.0)
Application Parts Connector PCMCIA—Connector Connector Connector White Plate Tip Connector
Nozzle Name QP H-4-S01 QP P2—-1-S01 QP P2—-1-S02 QP P2—-1-S03 QP G-2 QP G-3
Appearance l ! l ! * *
1.D x 0.D (W x D) @6.0 x #0.45 @6.0 @8.0 @12.0 80x7.2 6.6 x 4.0
Application Parts 0603 PLCC, QFP, PBGA PLCC, QFP, PBGA PLCC, QFP, PBGA Socket, Connector Socket, Connector
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Mirae SMT

::+ Sample SMT Lines (Standard PCB / F-PCB Line)

SMT Line 1 _ 36,000 CPH (IPC—9850 Standard)

R i Esaasanaasaet: 1

Loader printer MR20L MR20LP Work Table Reflow Oven Unloader Total
Length (mm) 1,490 1,570 1,490 1,490 900 4,308 2,090 13,338
Weight (kg) 180 1,200 1,700 1,700 100 2,000 200 7,080

SMT Line 2 _ 57,000 CPH (IPC—9850 Standard)

R i Esaasanaasaet: 1

Loader Printer MR40L MR40LP Work Table Reflow Oven Unloader Total
Length (mm) 1,490 1,570 1,490 1,490 900 4,308 2,090 13,338
Weight (kg) 180 1,200 2,000 2,000 100 2,000 200 7,680

SMT Line 3 _ 114,000 CPH (IPC—9850 Standard)

Loader Printer MR40L MR40L MR40OLP Work Table Reflow Oven Unloader Total
Length (mm) 1,490 1,570 1,490 1,490 1,490 900 4,308 2,090 14,828
Weight (kg) 180 1,200 2,000 2,000 2,000 100 2,000 200 9,680

Sample SMT Lines (Large PCB Line)

LED Line_57,000 CPH (IPC-9850 Standard)
i sh
Pt 11

Loader Printer MR40L MR20LP Work Table Reflow Oven Unloader Total
Length (mm) 1,710 1,650 1,490 1,490 900 4,308 2,090 13,638
Weight (kg) 240 1,400 2,000 1,700 100 2,000 200 7,640

= |
-F_I iﬂiﬂd il o] i “‘_‘.l

Loader Printer MR40L MR40L MR40LP Work Table Reflow Oven Unloader Total
Length (mm) 1,710 1,650 1,490 1,490 1,490 900 4,308 2,510 15,548
Weight (kg) 240 1,400 2,000 2,000 2,000 100 2,000 260 10,000

% The above specifications are subject to change without notice.

15 | Mirae SMT



ltem

MR Series Specifications

MR20L ‘ MR20LP
Optimal . 27,500 CPH 19,500 CPH
Condition Chip (1005) (0.13sec/chip) (0.184sec/chip)
. 21,000 CPH 15,000 CPH
IPC—9850 Chip (1005) (0.171 sec/chip) (0.24sec/chip)
Standard
QFP (208) 7,500CPH
Chip (35 ) 0.050mm
Placement
Accuracy
QFP (30 ) 0.035mm 0.025mm
Number of Heads 6 Module (inc. 2 P) 4 Precision
Maximum Component Height Module10.5mm Precision : 25mm
Single FOV ~ ~
(All Spindles) 0603 ~ O9mm 0603 ~ O11mm
Component .
el (Censtzrg Ilr?s'[:)g::/tion) 38 x 28mm
(FOV 36mm)
Multiple FOV ~ O 50mm, 90*30mm
Minimum Lead Pitch 0.3mm
Minimum (L x W x T) 50 x 50 x 0.4mm
Standard 700 x 510 x 5.0mm
Single Lane
LxWxT) -
PCB Size Ofien 1,200(950) x 510 x 5.0mm
(Inline)
Standard N/A
Dual Lane
LxWxT) Option
(Inline) N/A
Standard 60EA (60x1)
Feeder Slot Option1 120EA (60x2)
Option2

60EA / TF5 + 15EA or 20EA

Conveyor Width Adjustment

Automatic Width Adjustment

Power Requirements

3 phase 200 / 208 / 220 / 230 / 240 / 380 / 400 / 415 / 430 [V], 50/60Hz

Power Consumption

Approx. 3 KVA
Air Pressure 0.5Mps
Air Consumption Approx, 130NI/min Approx, 90NI/min
Weight Approx. 1,700Kg Approx. 1,700Kg

Dimension (L x W x H), Cover Only

1,490 x 2,090 x 1,500mm (Cover)
1,580 x 2,090 x 1,500mm (Conveyor)

* 0402mm (01005 inch) Option
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Mirae SMT

Item MR40L ’ MR40LP
Optimal . 55,000 CPH 39,000 CPH
Condition Chip (1005) (0.085sec/chip) (0.092sec/chip)
X 42,000 CPH 30,000 CPH
IPC—9850 Cillo (L5 (0.086sec/chip) (0.12sec/chip)
Standard
QFP (208) 15,000CPH
Chip (36 ) 0.050mm
Placement
Accuracy
QFP (36 ) 0.035mm 0.025mm
6 Module (inc. 2 P) 4 Precision
Aurlesrar biesd + 6 Module (inc. 2 P) + 4 Precision
Maximum Component Height Module 10.5mm Precision : 25mm
Single FOV ~ ~
(All Spindles) 0603 ~ O9mm 0603 ~ O11mm
Component .
Single FOV
Rl (Center Inspection) 38 x 28mm
(FOV 36mm)

Multiple FOV

~ O 50mm, 90*30mm

Minimum Lead Pitch

0.3mm

Minimum (L x W x T)

50 x 50 x 0.4mm

st Standard 700 x 460 x 5.0mm
ingle Lane
LxWxT) :
PCB Size i 1,200(950) x 460 x 5.0mm
(Inline)
Sl Standard 700 x 250 x 5.0mm
ual Lane
LxWxT) :
85::5 1,200(950) x 250 x 5.0mm
Standard 120EA (60x2)
Feeder Slot Option1 N/A
Option2 B60EA / TF5+15EA

Conveyor Width Adjustment

Automatic Width Adjustment

Power Requirements

3 phase 200 / 208 / 220 / 230 / 240 / 380 / 400 / 415/ 430 [V], 50/60Hz

Power Consumption

Approx., 5KVA

Air Pressure 0.5Mps
Air Consumption Approx. 240NI/min Approx. 180NI/min
Weight Approx. 2,000Kg Approx. 2,000Kg

Dimension (L x W x H), Cover Only

1,490 x 2,090 x 1,500mm (Cover)
1,580 x 2,090 x 1,500mm (Conveyor)

* The above specifications are subject to change without notoce,
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Mx Series Specifications

Iltem ‘ Mx100 ‘ Mx100P ‘ Mx100LP ‘ Mx200 ‘ Mx200P
. - . 16,000 CPH . 23,000 CPH 17,000 CPH
Optimal Condition Chip (1005) (0.25sec/chip) 9,200 CPH (0.391sec/chip) (0.157sec/chip) (0.212sec/chip)
. 14,000 CPH . 21,000 CPH 15,000 CPH
1PC—9850 Chip (1005) (0.257sec/chip) 8,000 CPH (0.450sec/chip) (0.171sec/chip) (0.240sec/chip)
Standard CPH
QFP 208 N/A 2,400CPH N/A 1,200CPH
Chip (30 ) 0.050mm
Placement
Accuracy
QFP (30 ) N/A 0.025mm N/A 0.025mm
Number of Heads 4 Module 2 Precision 6 Module +41 :;Ar Zgiili?) n

Maximum Component Height

Module : 10mm

Precision : 20mm

Module : 10mm

Module : 10mm,

Precision : 18mm
Component Range : o G
(FOV 24mm) Single FOV 0603 ~ 24*18mm
Single FOV N/A 42*32mm N/A 42*32mm
Component Range
(FOV 36mm)
Multiple FOV N/A ~ O 50mm, 90*30mm N/A ~ O 50mm, 90*30mm
FOV 24mm Camera 0.30mm
Minimum
Lead Pitch
FOV 36mm Camera N/A 0.38mm N/A 0.38mm
Minimum 50 x 50 x 0.4mm
Single Lane 410 x 460 x 5.0mm 680 x 460 x 5.0mm 410 x 4605x05.oT81 t/ 6?0 X 460 x
PCB Size .Omm(Option
LxWxT)
Dual Lane -
Weight (max.) 2.0kg
Conveyor Width Adjustment Manual Width Adjustment / Automatic Width Adjustment (Option)
Standard 40EA (40x1) 50EA (50x1) 80EA (40x2)
Feeder Slot Option 1 80EA (40x2) 100EA (50x2) N/A
Option 2 N/A 40EA / TF5 50EA / TF5 N/A 40EA / TF5
Monitor & Operation Panel Front Only

Front Standard / Rear (Option)

Power Requirements

3 phase 200 / 208 / 220 / 230 / 240 / 380 / 400 / 415 / 430 [V], 50/60Hz

Power Consumption

Approx. 3 KVA

Air Pressure

0.54Mps

Air Consumption

Approx. 130NI/min

Approx. 90NI/min Approx. 90NI/min

Approx. 180NI/min

Approx. 160NI/min

Weight

Approx. 1,200Kg

Dimension (L x W x H), Cover Only

1,200 x 1,900 x 1,500mm
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Mirae SMT

Mx200L ‘ Mx200LP ‘ Mx200LED ‘ Mx400 ‘ Mx400P ‘ Mx400P(2) ‘ Mx400L ‘ Mx400LP ‘ Mx400LP(2)
23,000 CPH 17,000 CPH 17,000 CPH 46,000 CPH 40,000 CPH 25,000 CPH 46,000 CPH 40,000 CPH 25,000 CPH
0.157sec/chip) | (0.212sec/chip) | (0.212sec/chip) | (0.078sec/chip) | (0.090sec/chip) | (0.144sec/chip) | (0.078sec/chip) | (0.090sec/chip) | (0.144sec/chip)
21,000 CPH 15,000 CPH 15,000 CPH 42,000 CPH 31,000 CPH 22,000 CPH 42,000 CPH 31,000 CPH 22,000 CPH
(0.171sec/chip) | (0.240sec/chip) | (0.240sec/chip) | (0.086sec/chip) | (0.116sec/chip) | (0.1646sec/chip) | (0.086sec/chip) | (0.116sec/chip) | (0.1646sec/chip)

N/A 1,200CPH N/A N/A 3,500CPH 7,000CPH N/A 3,500CPH 7,000CPH
0.050mm
N/A 0.025mm N/A N/A 0.025mm N/A 0.025mm
6 Module 4 Module 4 Module 6 Module 6 Module 3 Precision 6 Module 6 Module 3 Precision
+ 1 Precision + 6 Module + 3 Precision + 3 Precision + 6 Module + 3 Precision + 3 Precision
Module : 10mm Mody!e :_10mm, Module : 10mm 10mm Mody!e :_1 Omm, Precision : 20mm 10mm Moqu!e :_1 Omm, Precision : 20mm
Precision : 18mm Precision : 20mm Precision : 20mm
0603 ~ 24*18mm
N/A 42*32mm N/A N/A 42*32mm N/A 42*32mm
N/A 7 8] Sl N/A N/A ~ O 50mm, 90*30mm N/A ~ O 50mm, 90*30mm
90*30mm g b
0.30mm
N/A 0.38mm N/A N/A 0.38mm 0.38mm N/A 0.38mm 0.38mm
50 x 50 x 0.4mm

680 x 460 x 5.0mm / 1,200 x 460 x 5.0mm(Option)

410 x 460 x 5.0mm / 680 x 460 x 5.0mm(Option)

680 x 460 x 5.0mm / 1,200 x 460 x 5.0mm(Option)

410 x 250 x 5.0mm / 680 x 250 x 5.0mm(Option)

680 x 250 x 5.0mm / 1,200 x 250 x 5.0mm(Option)

2.0kg
Manual Width Adjustment g .
/ Automatic Width Adjustment (Option) Automatic Width Adjustment
100EA (50x2) 80EA (40x2) 100EA (50x2)
N/A N/A
N/A 40EA / TF5 40EA / TF5 N/A 50EA / TF5 SO0EA
50EA / TF5 + 20 EA
/ TF5 + 20EA iR
Front Standard / Rear (Option) Front & Rear
3 phase 200 / 208 / 220 / 230 / 240 / 380 / 400 / 415 / 430 [V], 50/60Hz
Approx. 3 KVA Approx. 5 KVA
0.54Mps
Approx. Approx. Approx. Approx. Approx. Approx. Approx. Approx. Approx.
180NI/min 160NI/min 130NI/min 300NI/min 240NI/min 200NI/min 300NI/min 240NI/min 200NI/min

Approx. 1,300Kg

Approx. 1,550Kg

Approx. 1,700Kg

1,450 x 1,900 x 1,500mm

1,200 x 1,900 x 1,500mm

1,450 x 1,900 x 1,500mm

* The above specifications are subject to change without notoce.
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